
 A:
 2018/06

73 6, 6 [2 9, 0＂ ]

2
6
0
 
[
1
0
,
2 ＂

]
2
6
3
 
[
1
0
,
4 ＂

]
7
3
4
,
9
2
 
[
2
8
,
9 ＂

]

D2 9" *H 28 .9 "

P8 (E 12 )

12 0 [4 ,7 ＂]

2

0

, 5

8

 [ 0

, 8

＂

]

3
4
0
,
7
7
 
[
1
3
,
4 ＂

]

60  [ 2, 4＂ ]

1
6
 
[
0
,
6 ＂

]

16  [ 0, 6＂ ]

1
6
 
[
0
,
6 ＂

] 16  [ 0, 6＂ ]

40  [ 1, 6＂ ]

35 5, 6 [1 4, 0＂ ]

2
5
0
 
[
9
,
8 ＂

]
2
4
7
 
[
9
,
7 ＂

]
4
8
7
,
1
3
 
[
1
9
,
2 ＂

]
3
0
6
,
2
5
 
[
1
2
,
1 ＂

]

12 0 [4 ,7 ＂]

2
0
,
5
8
 
[
0
,
8 ＂

]

P3 (E 12 )

D1 4" *H 19 .2 "

16  [ 0, 6＂ ]

1
6
 
[
0
,
6 ＂

]

12

12

73 6. 6

73 6. 6

12 .0

绘图

鼎 耀 五 金 灯饰惠 州 有 限 公 司（）

材质

批准

复审

零 件 名 称

灯 款 名 称

下 发 编 号

制作 材厚

单位

比例

mm

D0 72 62 /P 8

俯视 图

立面 /剖 面图

D0 72 62 /P 3

mm

比例

单位

材厚 制作

下 发 编 号

灯 款 名 称

零 件 名 称

复审

批准

材质

鼎 耀 五 金 灯饰惠 州 有 限 公 司（）

绘图

12

12

35 5. 6

立面 /剖 面图

俯视 图

12

35 5. 6

直 径 角 铁圈 736 . 6mm (1 2*1 2 ）

直 径 角 铁圈 355 . 6mm (1 2*1 2 ）

26 0

73 4. 6

小钩 子* 3P CS
内焊 焊开 口椭 圆

∅7 34 .6

(直 径3 .4 铁线 ）

35 7

73 4. 6

绘图

鼎 耀 五 金 灯饰惠 州 有 限 公 司（）

材质

批准

复审

零 件 名 称

灯 款 名 称

下 发 编 号

制作 材厚

单位

比例

mm

D 0 7 2 62/ P 6

73 4. 6

35 3. 6

16 5

D 0 7 2 62/ P 3

mm

比例

单位

材厚 制作

下 发 编 号

灯 款 名 称

零 件 名 称

复审

批准

材质

鼎 耀 五 金 灯饰惠 州 有 限 公 司（）

绘图

(直 径3 .4 铁线 ）

内焊 焊开 口椭 圆
小钩 子* 3P CS

35 3. 6

35 3. 6

16 5

∅3 53 .6

效果 图

立面 图

俯视 图

俯视 图

效果 图

立面 图

∅ 2 0 [∅ 0, 8＂

]

14  [ 0, 6＂ ]

20  [ 0, 8＂ ]

直径 80 *H 30 mm 中座

（侧 8孔 平均 ）

直径 20 mm 元球

长6 05 mm 三分 管

（不 算牙 ）

16 0

35
三 分 管

D0 72 62 /P 8- P3

mm

比例

单位

材厚 制作

下 发编 号

灯 款名 称

零 件名 称

复审

批准

材质

鼎 耀五 金 灯饰 （惠州 ）有限 公司

绘图

焊 打 头 攻牙 牙长， ， 3/8 *2 712 m m

牙 长 1 2m m

焊 打 头
攻 牙 3 /8 *27

35

攻 牙 3 /8 *27

焊 打 头

牙 长 1 2m m

81

焊 打 头 攻牙 牙长， ， 3/8 *2 712 m m

（不 算牙 ）

长3 55 mm 三分 管

2 4 0, 81  [ 9, 5＂

]

攻 牙 3 /8 *27

焊 打 头

牙 长 1 2m m三 分 管

85

绘图

鼎 耀五 金 灯饰 （惠州 ）有限 公司

材质

批准

复审

零 件名 称

灯 款名 称

下 发编 号

制作 材厚

单位

比例

mm

D0 72 62 /P 3

直径 62 mm 平盖

直径 60 *2 5m m中 座

40

35 6

1
6
8

1
6
5

5
0
8

2
5
6

2
0
 
[
0
,
8 ＂

]

D0 72 62 /P 3( E1 2)

D1 4" *H 20 "

16

1
6

12 0 [4 ,7 ＂]

直 径 灯 罩 353 . 6 * H 165 m m

直径 35 3. 6* H1 65 mm 灯罩

焊 直 径 铁粒 内牙1 8 mm3 /8 *27 （ ）

3
2
6

（陶 瓷玫 瑰） 花托

83

花托 (尺 寸不 详） 1: 1

2

5

5

4
2
0

2 0

∅2 0. 00 00

4
2
0

12 0 [4 ,7 ＂]

2
0
 
[
0
,
8 ＂

]
1
6
5

1
6
8

2
1
6

50 mm 铁片

∅3 53 .6

(直 径3 .4 铁线 ）

2 5 5

303
4

（不 算牙 ）

长6 05 mm 三分 管

20  [ 0, 8＂ ]

14  [ 0, 6＂ ]

∅ 2 0 [∅ 0, 8＂

]

16  [ 0, 6＂ ]

1

6

 [0

,6

＂

]

16  [ 0, 6＂ ]

1

6

 [0

,6

＂

]

60  [ 2, 4＂ ]

3

4

0

,7

7

 [1

3

, 4

＂

]

2

0

, 5

8

 [ 0

, 8

＂

] 12 0 [4 ,7 ＂]

P8 (E 12 )

D2 9" *H 28 .9 "

7

3

4

,9

2

 [2

8

, 9

＂

]

2

6

3

 [ 1

0

,4

＂

]
2

6

0

 [ 1

0

,2

＂

]

73 6, 6 [2 9, 0＂ ]

73 6, 6 [2 9, 0＂ ]

2
6
0
 
[
1
0
,
2 ＂

]
2
6
3
 
[
1
0
,
4 ＂

]
7
3
4
,
9
2
 
[
2
8
,
9 ＂

]

D2 9" *H 28 .9 "

P8 (E 12 )

12 0 [4 ,7 ＂]

2

0

, 5

8

 [ 0

, 8

＂

]

3
4
0
,
7
7
 
[
1
3
,
4 ＂

]

60  [ 2, 4＂ ]

1
6
 
[
0
,
6 ＂

]

16  [ 0, 6＂ ]

1
6
 
[
0
,
6 ＂

] 16  [ 0, 6＂ ]

40  [ 1, 6＂ ]

35 5, 6 [1 4, 0＂ ]

2
5
0
 
[
9
,
8 ＂

]
2
4
7
 
[
9
,
7 ＂

]
4
8
7
,
1
3
 
[
1
9
,
2 ＂

]
3
0
6
,
2
5
 
[
1
2
,
1 ＂

]

12 0 [4 ,7 ＂]

2
0
,
5
8
 
[
0
,
8 ＂

]

P3 (E 12 )

D1 4" *H 19 .2 "

16  [ 0, 6＂ ]

1
6
 
[
0
,
6 ＂

]

∅ 2 0 [∅ 0, 8＂

]

14  [ 0, 6＂ ]

20  [ 0, 8＂ ]

直径 80 *H 30 mm 中座

（侧 8孔 平均 ）

直径 20 mm 元球

长6 05 mm 三分 管

（不 算牙 ）

（不 算牙 ）

长3 55 mm 三分 管

2 4 0, 81  [ 9, 5＂

]

73 6, 6 [2 9, 0＂ ]

2
6
0
 
[
1
0
,
2 ＂

]
7
3
4
,
9
2
 
[
2
8
,
9 ＂

]

D2 9" *H 28 .9 "

P8 (E 12 )

12 0 [4 ,7 ＂]

2

0

, 5

8

 [ 0

, 8

＂

]

3
4
0
,
7
7
 
[
1
3
,
4 ＂

]
1
6
 
[
0
,
6 ＂

]

16  [ 0, 6＂ ]

∅ 2 0 [∅ 0, 8＂

]

14  [ 0, 6＂ ]

20  [ 0, 8＂ ]

6
.5

"

14"

10(5”) CANOPY

WIRE CONNECTOR

GROUND SCREW

MOUNTING BAR3
/4

"

5”

2
0

"

 A
 

 

MODEL#: 513-GA
ASSEMBLY AND DRESSING INSTRUCTIONS

You will need 3 Candelabra 
bulbs.40 Watts recommended 
60 Watts max.Bulb not 
included.

USE LED FOR EXTENDED USE

9

11

6

7

8

5

17

16(9”) 

1

 BULB(NOT INCLUDED)

13

15

19(W1”xH2”)

14

2

18

                                4

            3

10mm metal ball+40mm metal ball

Assembly Instructions:
1)Pass wire through center rod
    [1]and screw it into cluster
    [2].Then through swivel[3],
    

2)Open the quick link , circled 
    [6] and screw collar[8] 
    together.
3)Screw the 

top leaf assembly[4],fixture 
    loop[5] ,chain[6],last screw 
    [3 ]into[1].

[7]

threaded pipe[9] 
    from the canopy[10] inside 
    through the[10] and two 
    decorative metal leaves[11],
    into[8].Then pass wire 
    from [6] to [9]. 
4)Put over the metal band 
    ring[13] on the top of the
    shade[14],open the clip in 
    the[15] to hold the bottom of
    [14].
5)Take one of the decorative 
    chains[16],the top hanging 
    the hook[17],the bottom 
    hanging hook[18].The same
    is true for the other two [16].
6)Put the candle sleeve[19] into 
    the socket, Insert 
    recommended bulb (not 
    applied).
7)Hang the metal ball”A” under 
    the [2].
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